
 

 Unobstructed floor space (minimum 30” x48”) 

56” x 60” clear floor space required for 
parallel and forward approach to water 
closet.  Other fixtures not allowed in 

this area per 604.3.3 

Provide a minimum 67” diameter 
unobstructed floor space for turning 
around. Permitted to include knee and 
toe clearance; see page 2.    304.3.1 & 

Unobstructed floor space
(minimum30” x52”) 

Mirror 
Towel Dispenser 

Top of Lavatory 

Bottom of mirror’s 
reflecting surface 
(typical) 

Clearance beneath lavatory.  Maximum toe 
clearance within total lavatory clearance 
depth 

Insulate hot 
water and 
drain lines. No 
sharp objects. 

Inward Swinging Door Plan 
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Grab bars 1-1/4” to 1-/2” in diameter. 
Max 1-1/2” between wall and rail 

48” max. to operable parts 
except for toilet paper holders 
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Elevations 
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32” min 

clear opening 

32” min clear  

opening 
18” min 

16”-18” 

16”-18” 

Doors are only permitted to 
swing into the wheelchair 
turning spaces when the room 
is for individual use, and a 
clear floor space 30” x 48” is 
provided within the room, 
beyond the arc of the door.  
304.4, 603.2.2, 1002.11 

56” m
in. 

60” min 

60” min 

52” min 

56” m
in. 

30” min 

Outward Swinging Door 
Plan 

36’’ min. bar 6’’max. from wall 

Accessible Restrooms  
2021 International Building Code & 2017 Accessible code 

The information contained within this bulletin is the most common  needed to obtain a permit and is not representative of all the conditions that may 
be encountered during the construction of your project.     PAGE 1 
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Knee Clearance 

 

The information contained within this bulletin is the most common  needed to obtain a permit and is not representative of all the conditions 
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Toe Clearance 
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42” max 

24” min 
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1-1/2” between top 
of dispenser and rail 

24” min 

36” max 

12” min 
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Dispenser Location 
Below Grab Bar 

ADA location shaded blue and 

ANSI location shaded red 

Dispenser Location 
Above Grab Bar 

 

Rear Wall Grab Bar 
for Water Closet 

 

Side Wall Grab Bar 
for Water Closet 
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